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Features:
Compliant with USB specification version 2.0.& 1.1.

USB bus powered, no external power is needed.

USB 2.0 high-speed transfer rate up to 480Mbits/s.

All cards are not required with external adaptor card

Memory Card Supported as below :

Compact FlashTM Card Type I / II

IBM Micro Drive

SmartMediaTM Card

Secure Digital Card

MultiMedia Card

MultiMedia Card Plus (MMC4.0)

RS-MMC card

Mini SD Card

Memory StickTM /Memory Stick PROTM

Memory Stick DuoTM / Memory Stick PRO DuoTM

xD Picture Card

xD Picture Type-M/H Card

Thanks for purchasing USB2.0 All-in-1 Card Reader.

This Card Reader provides the most convenient

and fastest solution for a variety of memory cards to

read or write files.
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System Requirements:

Warming:

Windows 2000 / ME /XP ,M ACTM OS X 10.1.2

or later are not required with any driver.

Windows 98SE , M ACTM OS 8.6 and

MACTM OS 9.X . Please connect the website

http://www.i-rocks.com to down load the driver.

Do not remove or insert memory card and

disconnect USB connector while data is

transmitting to avoid improper shut down. To

confirm if transmission is completely finished,

you may open the transmitted files to confirm.
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